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Gaiss- nis: 4 10 kW

Modelis
  MHA- V4W/D2N8-B V6W/D2N8-B V8W/D2N8-B V10W/D2N8-B

HB-A60/CDS90GN8-B HB-A100/CDS90N8-B

1 kW 4.25 6.20 8.30 10.00

2 kW 4.50 6.55 8.40 10.00

1 5.20 5.00 5.20 5.00

2 5.55 4.90 5.05 4.80

A+++/A++

Papildus apsildes tens kW 9

3
dB(A) 38 38 42 42

dB(A) 56 58 59 60

mm 420×790×270

mm 1008×712×426 1118×865×523

Svars (neto)
kg 37

kg 58 77

colla 1/4-5/8 3/8-5/8

Aukstum- R32 (1,50 kg, >15m + 20g/m) R32 (1,65 kg, >15m + 38g/m)

m 30

blokiem
m 20

diapazons

°C -25~35

°C -5~43

/
A C16-3ph

A C20-1ph

V/Hz/Ph 380-400/50/3

V/Hz/Ph 220-240/50/1
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Gaiss- 16 kW

Modelis
- V12W/D2RN8-B V14W/D2RN8-B V16W/D2RN8-B

HB-A160/CDS90GN8-B

1 kW 12,10 14,50 16,00

2 kW 12,00 13,50 14,90

1 4,95 4,70 4,50

2 4,00 3,60 3,40

A+++/A++

Papildus apsildes tens kW 9

3
dB(A) 43

dB(A) 64 65 68

mm 420x790x270

mm 1118x865x523

Svars (neto)
kg 39

kg 112

colla 3/8 + 5/8

Aukstum- kg R32 (1.84, >15m + 38g/m)

m 30

blokiem
m 20

diapazons

°C -25~35

°C -5~43

A C16-3ph

A C16-3ph

V/Hz/Ph 380-415/3/50

V/Hz/Ph 380-415/3/50
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Gaiss- nis : 4 10 kW

Modelis
- V4W/D2N8-B V6W/D2N8-B V8W/D2N8-B V10W/D2N8-B

HBT-A100/190CDS90GN8-B

1 kW 4.25 6.20 8.30 10.00

2 kW 4.50 6.55 8.40 10.00

1 5.20 5.00 5.20 5.00

2 5.55 4.90 5.05 4.80

A+++/A++

L 190

Papildus apsildes tens kW 9

3
dB(A) 38 40

dB(A) 56 58 59 60

mm 600×600×1683

mm 1008×712×426 1118×865×523

Svars (neto)
kg 138,6

kg 60 78,5

colla 1/4-5/8 3/8-5/8

Aukstum- R32 (1,50 kg, >15m + 20g/m) R32 (1,65 kg, >15m + 38g/m)

m 30

blokiem
m 20

diapazons

°C -25~35

°C -5~43

°C -25~43

A C16-3ph

A C20-1ph

V/Hz/Ph 380-400/50/3

V/Hz/Ph 220-240/50/1
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Gaiss- 12 16 kW

Modelis
- V12W/D2RN8-B V14W/D2RN8-B V16W/D2RN8-B

HBT-A160/240CDS90GN8-B

1 kW 12,10 14,50 16,00

2 kW 12,00 13,50 14,90

1 4,95 4,70 4,50

2 4,00 3,60 3,40

A+++/A++

L 240

Papildus apsildes tens kW 9

3
dB(A) 44

dB(A) 64 65 68

mm 600x600x1943

mm 1118x865x523

Svars (neto)
kg 157,3

kg 116

colla 3/8 + 5/8

Aukstum- kg R32 (1.84, >15m + 38g/m)

m 30

blokiem
m 20

diapazons

°C -25~35

°C -5~43

°C -25~35

A C16-3ph

A C16-3ph

V/Hz/Ph 380-400/50/3

V/Hz/Ph 380-415/3/50


